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MANUFACTURING DIMENSIONS SPECIFIED IN INCHES.
UNSPECIFIED DIMENSIONAL TOLERANCES:-

MACHINED(.XX) = ±.010", MACHINED(.XXX) = ±.005",  CAST = ±1/32", ANGULAR = ±1/2°
UNSPECIFIED MACHINED RADII = 1/32" MAXIMUM.
SURFACE FINISH INDICATED IN MICROMETERS.
DIMENSIONING AND TOLERANCING IN ACCORDANCE WITH ASME Y14.5M-1994
THREAD TOLERANCES- METRIC TO BS3643 CLASS 6H+6g, UNIFIED TO BS1580 CLASS 2A+2B.
PART NUMBER TO BE PERMANENTLY MARKED ONTO COMPONENT AT POSITION MARKED THUS:-
REMOVE ALL BURRS AND SHARP EDGES.
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MANUFACTURING DIMENSIONS SPECIFIED IN INCHES.
UNSPECIFIED DIMENSIONAL TOLERANCES:-

MACHINED(.XX) = ±.010", MACHINED(.XXX) = ±.005",  CAST = ±1/32", ANGULAR = ±1/2°
UNSPECIFIED MACHINED RADII = 1/32" MAXIMUM.
SURFACE FINISH INDICATED IN MICROMETERS.
DIMENSIONING AND TOLERANCING IN ACCORDANCE WITH ASME Y14.5M-1994
THREAD TOLERANCES- METRIC TO BS3643 CLASS 6H+6g, UNIFIED TO BS1580 CLASS 2A+2B.
PART NUMBER TO BE PERMANENTLY MARKED ONTO COMPONENT AT POSITION MARKED THUS:-
REMOVE ALL BURRS AND SHARP EDGES.
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MANUFACTURING DIMENSIONS SPECIFIED IN INCHES.
UNSPECIFIED DIMENSIONAL TOLERANCES:-

MACHINED(.XX) = ±.010", MACHINED(.XXX) = ±.005",  CAST = ±1/32", ANGULAR = ±1/2°
UNSPECIFIED MACHINED RADII = 1/32" MAXIMUM.
SURFACE FINISH INDICATED IN MICROMETERS.
DIMENSIONING AND TOLERANCING IN ACCORDANCE WITH ASME Y14.5M-1994
THREAD TOLERANCES- METRIC TO BS3643 CLASS 6H+6g, UNIFIED TO BS1580 CLASS 2A+2B.
PART NUMBER TO BE PERMANENTLY MARKED ONTO COMPONENT AT POSITION MARKED THUS:-
REMOVE ALL BURRS AND SHARP EDGES.
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MANUFACTURING DIMENSIONS SPECIFIED IN INCHES.
UNSPECIFIED DIMENSIONAL TOLERANCES:-

MACHINED(.XX) = ±.010", MACHINED(.XXX) = ±.005",  CAST = ±1/32", ANGULAR = ±1/2°
UNSPECIFIED MACHINED RADII = 1/32" MAXIMUM.
SURFACE FINISH INDICATED IN MICROMETERS.
DIMENSIONING AND TOLERANCING IN ACCORDANCE WITH ASME Y14.5M-1994
THREAD TOLERANCES- METRIC TO BS3643 CLASS 6H+6g, UNIFIED TO BS1580 CLASS 2A+2B.
PART NUMBER TO BE PERMANENTLY MARKED ONTO COMPONENT AT POSITION MARKED THUS:-
REMOVE ALL BURRS AND SHARP EDGES.
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MANUFACTURING DIMENSIONS SPECIFIED IN INCHES.
UNSPECIFIED DIMENSIONAL TOLERANCES:-

MACHINED(.XX) = ±.010", MACHINED(.XXX) = ±.005",  CAST = ±1/32", ANGULAR = ±1/2°
UNSPECIFIED MACHINED RADII = 1/32" MAXIMUM.
SURFACE FINISH INDICATED IN MICROMETERS.
DIMENSIONING AND TOLERANCING IN ACCORDANCE WITH ASME Y14.5M-1994
THREAD TOLERANCES- METRIC TO BS3643 CLASS 6H+6g, UNIFIED TO BS1580 CLASS 2A+2B.
PART NUMBER TO BE PERMANENTLY MARKED ONTO COMPONENT AT POSITION MARKED THUS:-
REMOVE ALL BURRS AND SHARP EDGES.
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MANUFACTURING DIMENSIONS SPECIFIED IN INCHES.
UNSPECIFIED DIMENSIONAL TOLERANCES:-

MACHINED(.XX) = ±.010", MACHINED(.XXX) = ±.005",  CAST = ±1/32", ANGULAR = ±1/2°
UNSPECIFIED MACHINED RADII = 1/32" MAXIMUM.
SURFACE FINISH INDICATED IN MICROMETERS.
DIMENSIONING AND TOLERANCING IN ACCORDANCE WITH ASME Y14.5M-1994
THREAD TOLERANCES- METRIC TO BS3643 CLASS 6H+6g, UNIFIED TO BS1580 CLASS 2A+2B.
PART NUMBER TO BE PERMANENTLY MARKED ONTO COMPONENT AT POSITION MARKED THUS:-
REMOVE ALL BURRS AND SHARP EDGES.
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