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Modbus TCP
Start Up Guide

Ethernet communication and control  
of Rotork actuators
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Industrial Ethernet is becoming an increasingly popular 
choice for connecting industrial equipment together. 
It is also being used more frequently to connect field 
devices back to the control room.

Rotork has developed a solution that allows a Modbus TCP 
connection to its IQ and CK range of actuators.

Modbus TCP is an open standard that allows Modbus 
messages to be sent over a TCP/IP network. The Modbus 
TCP solution also incorporates a built in web server that 
allows individual actuators to have their own local webpage 
complete with status and diagnostic data.

Introduction

Worldwide coverage

Our extensive international network enables us to think 
globally and act locally when it comes to supporting our 
customers. Rotork provides an efficient sales service, after 
sales commissioning and maintenance support throughout 
the life of our products.

Global manufacturing

Product reliability and integrity are priorities for Rotork 
product development. Our quality control teams source 
components from suppliers throughout the world to ensure 
our customers always receive first class automation solutions.

Customer support

Rotork provide service support solutions to maximise your 
productivity and reduce your operational risk.

Information about this manual

The information and instructions included in this manual are 
applicable for Modbus TCP equipped Rotork devices. For 
information or instructions on other Rotork products please 
visit www.rotork.com

Contents
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Introduction

Modbus TCP equipped Rotork actuators use a gateway to 
convert messages into Modbus RTU. Refer to the Rotork 
Modbus RTU manual (PUB091-004) to interpret information 
and commission the connected device. Modbus publications 
are available for download here: 

http://www.rotork.com/en/product/index/
modbusliterature 

The Netbiter AB7702 Gateway is the device that converts 
Modbus TCP messages into Modbus RTU messages. This 
gateway is usually integrated as part of the actuation 
solution. A manual providing further details about the 
operating conditions and settings for the Netbiter AB7702 
module can be found here:

https://www.anybus.com/support/file-doc-downloads/
gateway-specific/?ordercode=AB7702 

 It is important that the person commissioning the 
actuator has an understanding of Ethernet/Modbus 
TCP and they know which IP address and Subnet are to 
be used. The gateway should only be connected into an 
existing network once all settings have been checked 
and confirmed as correct, otherwise communication 
issues may occur. 

http://www.rotork.com/en/product/index/modbusliterature
http://www.rotork.com/en/product/index/modbusliterature
https://www.anybus.com/support/file-doc-downloads/gateway-specific/?ordercode=AB7702
https://www.anybus.com/support/file-doc-downloads/gateway-specific/?ordercode=AB7702
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Modbus TCP Gateway Configuration

Modbus TCP Installation

The Modbus TCP to Modbus RTU converter is installed within 
the actuator terminal cover. The Netbiter AB7702 and power 
supply module are fixed to a DIN rail. The AB7702 is wired 
onto the terminal bung of the actuator. An Ethernet cable 
should be passed through a cable entry on the terminal cover 
and used to connect the AB7702 module onto your network. 
The Ethernet connection for the AB7702 is found on the 
lower side of the module as labelled. 

There are four LEDs on the Netbiter AB7702 as  
depicted below: 

Figure 1. Netbiter LED view

The LEDs should be in the following state when connected to 
the network in a normal operating state:

LED Colour

Module Status Solid Green

Serial link Status Green or Orange

Activity/Collision Flashing Green

Link Solid Green or Solid Orange

Please refer to the Netbiter manual for full details of  
LED status.

Modbus TCP IP Configuration

IPconfig software should be used to detect any Netbiter 
gateway devices connected to the same subnet as the 
computer. IPconfig enables configuration of the Netbiter IP 
address and subnet. Default settings are: 

IP address: 10.200.1.1 
Subnet: 255.255.255.0

IPconfig can be downloaded from:  
https://www.anybus.com/support/file-doc-downloads/
gateway-specific/?ordercode=AB7702 

All modules detected will be shown in the window.  
Click Scan to refresh the list. 

Double clicking a module from the list will open up a window 
to edit the IP settings for the unit. Configure the correct 
settings and close the window.

Enter the Username and Password to edit settings.  
Default Username/Password is admin.

Figure 2. IPconfig window

The Modbus address of the actuator and the Netbiter IP 
address need to be known to communicate with the actuator 
via the AB7702.

The IP address is visible in IPconfig as detailed above.

All Rotork Modbus equipped actuators have a default 
Modbus address of 240. Always check the Modbus address 
of the device using the supplied tools and supporting 
manuals. 

Once the IP and Modbus node address are known, the 
network can be tested.

Communication to the Netbiter AB7702 is only possible 
if the Ethernet configuration of the laptop/PC is set to 
communicate on the same subnet and IP address range.

https://www.anybus.com/support/file-doc-downloads/gateway-specific/?ordercode=AB7702
https://www.anybus.com/support/file-doc-downloads/gateway-specific/?ordercode=AB7702
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Example Network Test

Figure 3. Mdbus Configuration

This example shows a network test using a Modbus  
TCP master simulator tool (Mdbus). 

Configure the Mdbus settings to match the Modbus  
TCP actuator.

As shown above, Mdbus has been configured to 
communicate with the AB7702 (10.200.1.1) and  
Modbus address 5. 

Database Points need to be selected for cyclic 
communications. In the above example, 15 Holding  
Registers (H. Regs.) have been selected, starting at the first 
holding register. This refers to registers 0 to 14. Refer to 
PUB091-004 for more information about each register. 

Select Ok when all the necessary configuration settings are 
populated to open the main Mdbus window.

Figure 4. Mdbus Main window

Select On to start communications with the Rotork actuator. 
If a communication failure occurs, check the configuration 
settings are correct and cable connections from the PC to 
AB7702 and AB7702 to the actuator are correct and secure. 

 NOTE: It may be necessary to add an offset  
of +1 to any data locations (coils or registers) listed  
in PUB091-004. This is because communication 
programs may begin address count at 1 instead of 
address count 0 within the actuator.
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Netbiter Webpages

Web Page Login

Use IPconfig to identify the IP address for the AB7702.

Open up a web browser and type the IP address into the 
address bar as shown below.

Figure 5. IP Address in web browser

The Netbiter login page will appear. Input the username and 
password for the device. Default access is listed below: 

Username  = admin 
Password  = admin

Start

Once valid user credentials are entered, the welcome page 
will appear.

Figure 6. AB7702 Welcome page

Network

Adjust the network settings of the connected AB7702 device.

Figure 7. Change IP Settings

 Note: Any change to the IP address settings of 
the AB7702 will require reconnection through a web 
browser and possibly further changes to the Laptop/PC 
Ethernet settings.

Modbus

The Modbus RTU network settings should already be set to 
match the actuator. Any changes made to these settings will 
need to be mirrored in the actuator configuration.

Figure 8. Modbus RTU Settings
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Netbiter Webpages

Status

Modbus connection status information.

Figure 9. View Modbus TCP Statistics

Admin

Change the password for the AB7702 device.

Figure 10. Change Password

About

This give information about the AB7702 module.

Figure 11. AB7702 Information
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As part of a process of on-going product development, Rotork reserves the right to amend and 
change specifications without prior notice. Published data may be subject to change. For the 
very latest version release, visit our website at www.rotork.com

The name Rotork is a registered trademark. Rotork recognizes all registered trademarks. 
Published and produced in the UK by Rotork. POWTG0419

Rotork plc
Brassmill Lane, Bath, UK

tel +44 (0)1225 733200
fax +44 (0)1225 333467
email mail@rotork.com

Rotork is a corporate 
member of the Institute 
of Asset Management

www.rotork.com

A full listing of our worldwide sales and 
service network is available on our website.
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