
 
      E.CK00109-3 
 

Issue 3 

 Sheet  1/1     Edition:  03.20 

Ro
to

rk
 C

on
tr

ol
s.

 A
ll 

rig
ht

s 
re

se
rv

ed
. S

ub
je

ct
 to

 c
ha

ng
e 

w
ith

ou
t n

ot
ic

e.
 P

re
vi

ou
s 

da
ta

 s
he

et
s 

in
va

lid
 w

ith
 th

e 
is

su
e 

of
 th

e 
la

te
st

 d
at

a 
sh

ee
ts

. D
ue

 to
 p

ro
du

ct
io

n 
to

le
ra

nc
e 

va
ria

tio
n,

 th
e 

el
ec

tr
ic

al
 v

al
ue

s 
sh

ow
n 

ar
e 

av
er

ag
es

 c
om

pi
le

d 
fr

om
 

Ac
tu

at
or

 p
ro

du
ct

io
n 

te
st

 d
at

a.
 V

al
ue

s 
ar

e 
th

er
ef

or
e 

pr
ov

id
ed

 fo
r g

ui
da

nc
e 

on
ly

. I
nd

iv
id

ua
l p

ro
du

ct
io

n 
te

st
s 

ar
e 

av
ai

la
bl

e 
on

 re
qu

es
t (

no
m

in
al

 lo
ad

 n
ot

 in
cl

ud
ed

). 
Ro

to
rk

 C
on

tr
ol

s 
un

de
rw

rit
e 

ra
te

d 
to

rq
ue

 o
ut

pu
t o

nl
y 

(s
pe

ci
fie

d 
to

le
ra

nc
e 

-0
/+

10
%

) 
 

TITLE:   MOTOR DATA. ISOLATING RANGE S2-15 MIN DUTY CYCLE, AC 3-380V/60Hz THREE PHASE 
MODELS: CK, CKA, CKC  

 
AC 3-380V/60Hz asynchronous motors. Short-time duty S2 - 15 min, based on nominal torque at 40�C ambient temperature. Insulation class F.               
(H, under request). Motors are suitable for 60 starts/hour operation. 
Motor data is approximate, due to manufacturing tolerances, there may be deviations from the stated values. Permissible variation of the mains 
voltage: ±10 %. Permissible variation of the mains frequency: ±5 %Electric motors are provided with thermoswitches to protect the motor windings 
against overheating. Thermoswitches are embedded in the motor windings: If those thermoswitches are not connected, or by-passed, in the control 
circuit actuators will NO longer comply with the essential safety requirements, in that case Rotork warranty will lapse. CKC electric actuators with 
centronik-atronik unit, see datasheet for centronik-atronik unit current consumption. 


