
IW Mk2
角行程涡轮箱

IW Mk2 角行程涡轮齿轮箱设计用于电动应用。

齿轮箱采用低螺栓角传动设计，天然自锁。相比于前代 IW 系列
产品，同规格可提供更大输出力矩。IW MK2 齿轮箱提供了可拆
卸式输出轴套，以便于开孔及键槽加工；以及可转位的底座，无
需特殊加工，即可适配螺纹孔偏离中心线或正对中心线的阀门法
兰。

标准操作温度范围为 -40 至 +120 ℃(-40 至 +250 ℉)，也可根
据要求提供其他温度范围。齿轮箱输入和输出法兰设计根据ISO 
5211 标准设计。同时也可提供符合 MSS SP - 101 的法兰。

应用

Rotork IW Mk2 涡轮齿轮箱为角行程输出，用于球阀、 旋塞阀
及蝶阀的电动操作。

特性

• 全封闭齿轮箱传动装置

• 润滑脂终生充润，完全密封，标准防护等级达 IP67

• 通过不同的辅助输入减速器，可实现各种的齿轮速比选 项

• 角接触球轴承支撑的蜗杆

• 可拆卸输出轴套，且位置可调

• 可旋转底座

• 可调节限位螺栓 (0°和 90°±5°)

• 自锁传动部件

适用环境

• 标配 IP67 
适用于浸没环境，最大深度 1 米持续 30 分 钟

• 标准适用温度 
-40 至 +120 ℃ (-40 至 +250 ℉)

选项

• 灵活的输入选项

• IP68: 15 米，72 小时

• ATEX

• 埋地、海洋、持续浸没环境

• 不锈钢紧固件

• 低温选项：  
-60 至 +120 ℃ (-76 至 +250 ℉)

• 高温选项： 
-20 至 +200 ℃ (-4 至 +392 ℉)
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IW Mk2 角行程涡轮齿轮箱

提示：由于 Rotork 致力于不断的产品改进，上述参数如有变更，恕我司不事先通知。

材质说明

序号 部件 材质 英标 美标 德标 ISO 标准

1 箱体 球铁
BS1563 EN-GJS-450-10 
BS1563 EN-GJS-400-15

ASTM A536 65-45-12 GGG40
ISO 1083 JS 450-10 
ISO 1083 JS 400-15

2 底座
球铁

BS1563 EN-GJS-450-10 
BS1563 EN-GJS-400-15

ASTM A536 65-45-12 GGG40
ISO 1083 JS 450-10 
ISO 1083 JS 400-15

灰铸铁 BS1561 EN-GJL-250 ASTM A48 35B/40B GG25 ISO 185 JL/250

3 蜗杆 钢加保护涂层 BS970 708M40 AISI/SAE 4140 42 CrMo 4 ISO 683 42 CrMo 4

4 输入轴 钢 BS970 605M36T AISI/SAE 5140 41 Cr 4 ISO 683 41 Cr 4

5 端盖

钢
BS970 070M20
BS970 080M46

AISI/SAE 1023
AISI/SAE 1045

C22
C45

ISO 683 C 20
ISO 683 C 45 E4

灰铸铁 BS1561 EN-GJL-250 ASTM A48 35B/40B GG25 ISO 185 JL/250

球铁
BS 1563 EN-GJS-400-15
BS 1563 EN-GJS-450-10

ASTM A536 65-45-12 GGG40
ISO 1083 JS 400-15
ISO 1083 JS 450-10

6 涡轮 球铁 BS1563 EN-GJS-700-2 ASTM A536 100-70-03 GGG70 ISO 1083 JS 700-2

7 位置指示牌 钢 BS970 070M20 AISI/SAE 1023 C 22 ISO 683 C 20

8 输出轴套 钢
BS970 070M20 
BS970 080M40 
BS970 070M55

AISI/SAE 1023 
AISI/SAE 1040 
AISI/SAE 1055

C 22 
C 40 
C 55

ISO 683 C 20 
ISO 683 C 40 E4 
ISO 683 C 55 E4

9 紧固件 钢加保护涂层 BS3692

10 输入法兰 球铁
BS1563 EN-GJS-450-10 
BS1563 EN-GJS-400-15

ASTM A536 65-45-12 GGG40
ISO 1083 JS 450-10 
ISO 1083 JS 400-15

11 减速器轴 钢 BS970 817M40T AISI/SAE 4340 34 CrNiMo 6 ISO 683 36 CrNiMo 6

12 减速器箱体 球铁
BS1563 EN-GJS-450-10 
BS1563 EN-GJS-400-15

ASTM A536 65-45-12 GGG40
ISO 1083 JS 450-10 
ISO 1083 JS 400-15

13 轴承 角接触球轴承

14 密封 丁晴橡胶

15 润滑脂 Renolit CLX2
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标准型号输入及输出选项

齿轮箱 速比 : 1

输入端安装详细参数
轴径 (mm)

输出端安装详细参数

F10
FA10

F14
FA14

F16
FA16

F25
FA25

F30
FA30

最大键槽孔径  
BS4235

最大方孔边长 ISO 法兰标准底座 ISO 法兰增厚底座 

IW3 / IW36 48 17* - - - - 45 36 F/FA 10 - 12 F/FA 14 - 16

IW4 / IW46
46 20 20 - - -

64 51 F/FA 10 - 14 F/FA 16
92 to 276 20 20 - - -

IW5 / IW52 / 
IW56

48 20 25 - - -
76 62 F/FA 14 - 16 F/FA 25

96 to 288 20 20 - - -

IW6 / IW66
76 20 30 30 - -

102 83.3 F/FA 16 - 25 F/FA 30
152 to 456 20 20 - - -

IW7 / IW72 / 
IW76

64 20 30 30 30 -
136 108.8 F/FA 25 - 30 F/FA 35

130 to 768 20 30 30 - -

IW8 / IW82 / 
IW86

64 - - 40 40 -
157 122.9 F/FA 25 - 40

F/FA 48

130 to 768 20 30 40 50 -

IW9 / IW96

58 - - 40 50 -

178 132.1 F/FA 30 - 40175 to 696 20 30 40 50 -

971 to 2900 20 30 40 50 -

IW10 / IW106
74 - - - 50 50

203 152.6

F/FA 35 - 48

F/FA 60

222 to 3700 20 30 40 50 -

IW11
73 - - - 50 50

F/FA 40 - 48

219 to 3650 20 30 40 50 -

IW116

73 - - - 50 50

439 to 1093 20 30 40 50 -

1440 to 
6560 20 30 30 - -

IW126

70 - - - 75 75

272 180 F/FA 40 - 60

280 to 1120 - 30 40 50 -

1779 to 6720 20 30 30 - -

IW13

70 - - - 75 75

280 to 1120 - 30 40 50 -

1416 to 6720 20 30 30 - -

* 可根据要求提供 20 mm 输入轴。轴径误差 -0.05 (-0.002")

扩孔型输入及输出选项

齿轮箱 速比 : 1

输入端安装详细参数
轴径 (mm)

输出端安装详细参数

F10
FA10

F14
FA14

F16
FA16

F25
FA25

F30
FA30

最大键槽孔径 BS4235 最大方孔边长 ISO 法兰标准底座 ISO 法兰增厚底座 

IW11BB
73 - - - 50 50

270 190 F/FA 40 - 48

F/FA 60

219 to 3650 20 30 40 50 -

IW116BB

73 - - - 50 50

439 to 1093 20 30 40 50 -

1440 to 
6560 20 30 30 - -

IW126

70 - - - 75 75

305 229 F/FA 48-60

280 to 1120 - 30 40 50 -

1779 to 6720 20 30 30 - -

IW13

70 - - - 75 75

280 to 1120 - 30 40 50 -

1416 to 6720 20 30 30 - -
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ØI

IW116, IW126 & IW13  
带二级辅助齿轮箱

ØA

标准型底座

ØA

基本速比： 46, 48, 58, 64, 
70, 73, 74 & 76 :1

增厚底座

+ 增厚底座额外厚度

+ 增厚底座额外厚度

+增厚底座额外厚度

ØI

带二级减速任意速比的 IW 涡轮
箱不包括基础速比、带 IR3 或

锥齿减速器

IR3, IR35 及 R4 输入减速器适用于：
IW9 971:1 TO 2900:1
IW10 222:1 TO 3700:1
IW11 219:1 TO 3650:1
IW116 439:1 TO 1093:1

IW126 & IW13 280:1 TO 1120:1

ØI

尺寸图

（最大允许阀杆高度）
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齿轮箱 速比 : 1 ØA B C D E F G H ØI
增厚底座 
额外厚度

重量
kg (lbs)

IW3 / IW36 48 172 76 118 158 91 74 49 22 11 (24)

IW4 / IW46

46 218 102 142 182 106 85 50

25

21 (46)

92 - 184 218 102 64 269 320 106 85 50 190 33 (73)

233 - 276 218 102 96 291 342 106 85 50 248 45 (99)

IW5 / IW52 / IW56

48 285 136 186 236 132 114 69

6

44 (97)

96, 144, 192 285 136 64 313 364 132 114 69 190 55 (121)

 243, 288 285 136 96 335 386 132 114 69 248 68 (150)

IW6 / IW66

76 375 178 186  (196 for F/FA10) 236 139 113 70

–

68 (150)

152 - 304 375 178 64 313 364 139 113 70 190 79 (174)

385 - 456 375 178 96 342 393 139 113 70 248 90 (198)

IW7 / IW72 / IW76

64 450 210 270 329 171 140 86

31

129 (284)

130 - 384 450 210 119 460 521 171 140 86 290 149 (328)

505 - 768 450 210 179 469 530 171 140 86 408 181 (399)

IW8 / IW82 / IW86

64 520 246 306 365 192 160 99

38

186 (410)

130 - 384 520 246 119 496 557 192 160 99 290 221 (487)

505 - 768 520 246 179 505 566 192 160 99 408 247 (545)

IW9 / IW96

58 596 279 371 481 200 168 99

27

278 (613)

175 - 696 596 279 179 568 631 200 168 99 408 335 (739)

971 - 2,900 596 279 59 605 666 200 168 99 382 342 (754)

IW10 / IW106
74 735 343 397 507 216 180 110

32
392 (864)

222 - 3,700 735 343 59 631 692 216 180 110 382 452 (996)

IW11 / IW11BB
73 795 381 414 524 247 200 120

–

485 (1,069)

219 - 3,650 795 381 59 648 709 247 200 120 382 545 (1,202)

IW116 / IW116BB
73 795 381 414 524 247 200 120 485 (1,069)

439 - 1,093 795 381 59 648 709 247 200 120 382 549 (1,210)

IW116 带二级辅助减速 1,440- 6,560 795 381 204 786 838 247 200 120 382 584 (1,287)

IW126 / IW13
70 972 450 460 610 260 251 166

–
898 (1,980)

280 - 1,120 972 450 240 851 910 260 251 166 520 1,168 (2,575)

IW126 带二级辅助减速 1,779 - 6,720 972 450 204 989 1,039 260 251 166 520 – 1,203 (2,652)

IW13 带二级辅助减速 1,416 - 6,720 972 450 305 1,001 1,051 260 251 166 520 – 1,218 (2,685)

所有尺寸单位均为 mm。

尺寸表
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阀门驱动及方向选项

NORTH

SOUTH

INPUT REDUCER ORIENTATION POS. A

IR3 INPUT REDUCER ORIENTATION POS. A

SOUTH

NORTH

NOT AVAILABLE

EAST

WEST

Z3 Z2

(A1) (B2)

EAST

WEST

X3

WITHOUT INPUT REDUCER

(A2)

LH RH

LH RH

(B1)

(A1) (B2)

(A2) (B1)

INPUT SHAFT PROJECTION

Z4

X4 X2

Z1

X1

IR3 INPUT REDUCER ORIENTATION POS. B

WEST

NOT AVAILABLE

EAST

SOUTH

NORTH

EAST

WEST

INPUT REDUCER ORIENTATION POS. B

SOUTH

NORTH

2ND AUXILIARY GEARBOX ORIENTATION POS.A
WITH 1ST AUXILIARY SHOWN IN EAST WITH 1ST AUXILIARY SHOWN IN WEST

2ND AUXILIARY GEARBOX ORIENTATION POS.B

NORTH EAST

SOUTH WESTEAST

WEST NORTH

SOUTH

INPUT SHAFT PROJECTION

LH RH

(A1) (B2)

(A2) (B1)

INPUT SHAFT PROJECTION

LH RH

(A1) (B2)

(A2) (B1)

INPUT SHAFT PROJECTION

KEYWAY POSITIONS WITH GEARBOX IN CLOSED POSITION SQUARE BORE

PARALLEL
(FLATS ON CENTRE)

DIAGONAL
(FLATS OFF CENTRE)

SLOTTED BORE

FLATS ACROSS
FLOW LINE

FLATS ON
FLOW LINE

DRIVE OPTIONS

IW4 TO IW9 UP TO 720:1,
IW115 RATIOS 360:1 TO 900:1, IW12 & IW13 RATIOS 240:1 TO 960:1

IW3 TO IW13 40:1 TO 70:1

IW9 TO IW11 960:1 TO 3000:1

IW115, IW12 & IW13 WITH 2ND SPUR AUXILIARY GEARBOX

A1 = 逆时针输入，顺时针输出 A2 = 顺时针输入，逆时针输出 B1 = 顺时针输入，逆时针输出 B2 =  逆时针输入，顺时针输出

*IW116 一级输入不可按位置 A 东向或位置 B 西向安装。默认方向为位置 B 东/西。

IW3 至 IW13 46:1至 76:1

IW4 - IW9 最高至 696:1 
IW126 & IW13 速比 280:1 - 1120:1

IW9 971:1 - 2900:1 
IW10 & IW11 219:1 - 3700:1

IW116*, IW126 & IW13 URIW 带二 级辅助齿轮

IW116 439:1 - 1093:1

驱动选项

输入轴投影
无二级减速

输入轴投影

输入轴投影

输入轴投影

输入减速器方向位置 A

IR3 输入减速器方向位置 A

二级辅助齿轮箱方向为位置 A 
所示一级辅助齿轮箱方向为东 

默认方向东/东

二级辅助齿轮箱方向为位置 B 
所示一级辅助齿轮箱方向为西 

默认方向西/西

IR3 输入减速器方向位置 B

输入减速器方向位置 B

西

西

西 西

西

西

东

东

东 东

无法提供 无法提供

东

东

北

北

北 北

北

北

南

南

南 南

南

南

阀门全关时齿轮箱键槽位置

方孔

平行

对角

扁头

垂直

平行
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选型表

齿轮箱 速比: 1
额定输 
出力矩 

Nm

最大输入力矩

Nm

平均静态机械增益*

±10%

IW3 48 1,085 73 15

IW36 48 1,500 101 15

IW4
46

2,440
153 16

92 138 184 233 276 81 54 40 32 27 30 45 61 77 91

IW46
46

2,900
182 16

92 138 184 233 276 96 64 48 38 32 30 45 61 77 91

IW5
48

4,447
278 16

96 144 192 243 288 146 97 73 58 49 30 46 61 77 91

IW52
48

6,670
417 16

96 144 192 243 288 219 146 110 87 73 30 46 61 77 91

IW56
48

8,000
500 16

96 144 192 243 288 263 175 132 104 88 30 46 61 77 91

IW6
76

9,924
390 25

152 228 304 385 456 205 137 103 81 68 48 72 97 122 145

IW66
76

12,000
472 25

152 228 304 385 456 248 166 124 98 83 48 72 97 122 145

IW7
64

15,253
724 21

130 192 262 384 505 572 768 376 254 186 127 97 85 64 41 60 82 120 158 179 240

IW72
64

20,000
950 21

130 192 262 384 505 572 768 493 333 244 167 127 112 83 41 60 82 120 158 179 240

IW76
64

26,000
1,234 21

130 192 262 384 505 572 768 641 433 318 217 165 145 108 41 60 82 120 158 179 240

IW8
64

32,000
1,566 20

130 192 262 384 505 572 768 813 549 403 275 209 184 137 39 58 79 117 153 174 233

IW82
64

37,000
1,810 20

130 192 262 384 505 572 768 940 635 466 318 241 213 159 39 58 79 117 153 174 233

IW86
64

44,500
2,177 20

130 192 262 384 505 572 768 1,131 764 560 382 290 256 191 39 58 79 117 153 174 233

IW9

58

52,171

2,471 21

175 230 350 458 519 696 863 657 432 330 292 217 60 79 121 158 179 240

971 1,044 1,424 2,088 2,436 2,900 164 153 112 76 65 55 318 342 466 684 798 950

IW96

58

63,500

3,008 21

175 230 350 458 519 696 1,050 800 526 402 355 265 60 79 121 158 179 240

971 1,044 1,424 2,088 2,436 2,900 200 186 136 93 80 67 318 342 466 684 798 950

IW10
74

70,000
2,691 26

222 303 444 666 908 1,238 1,332 1,816 2,664 3,108 3,700 997 731 498 332 244 179 166 122 83 71 60 70 96 140 211 287 392 421 575 843 983 1,170

IW106
74

100,000
3,845 26

222 303 444 666 908 1,238 1,332 1,816 2,664 3,108 3,700 1,424 1,044 712 475 348 255 237 174 119 102 85 70 96 140 211 287 392 421 575 843 983 1,170

IW11
73

108,464
4,156 26

219 299 438 657 896 1,222 1,314 1,792 2,628 3,066 3,650 1,539 1,129 770 513 376 276 257 188 128 110 92 70 96 141 211 288 393 423 577 846 987 1,174

IW116

73

141,000

5,403 26

439 595 680 785 919 1,093 998 737 644 558 477 401 141 191 219 253 296 352

1,440 1,663 1,946 2,315 2,788 3,220 3,767 4,483 5,513 6,560 320 277 237 199 165 143 122 103 84 70 440 508 595 708 852 984 1,152 1,370 1,685 2,005

IW126

70

180,000

6,561 27

280 420 560 708 840 1,120 1,822 1,215 911 720 607 456 99 148 198 250 296 395

1,779 2,372 3,360 4,592 5,040 6,720 302 226 160 117 107 80 596 795 1,126 1,539 1,689 2,252

IW13

70

203,000

7,399 27

280 420 560 708 840 1,120 2,055 1,370 1,028 813 685 514 99 148 198 250 296 395

1,416 1,680 2,240 2,833 3,360 4,480 5,666 6,720 428 361 270 214 180 135 107 90 475 563 751 949 1,126 1,501 1,899 2,252

* 标称的机械增益(M.A.) 需经过几个齿轮周期来实现。
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了解更多网点信息
请访问罗托克主页

www.rotork.com

齿轮箱

精密控制仪器

现场服务及改造

电动执行器和控制系统

流体动力执行器和控制系统

集团总部 Corporate Headquarters
Rotork plc
tel +44 (0)1225 733200
email mail@rotork.com

总部 Rotork Gears UK
9 Brown Lane West 
Holbeck, Leeds LS12 6BH 
England

tel +44 (0)113 256 7922
email sales@rotorkgears.com
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